
Giving my best effort in everything I do
… Setting the right example. 
… Maintaining a can-do attitude.
… Sustaining my effort and contribution.

“Enthusiasm” is derived from the Greek word, enthousiasmos, which means 
to be inspired or possessed by a divine being. 
Enthusiasm is an incredibly powerful character quality that creates momen-
tum, combats fear and nervousness, and creates energy and willpower. Be-
ing enthusiastic also creates an overall feeling of happiness and well-being.

Why is Enthusiasm important?
Enthusiasm is contagious and positively impacts the effectiveness of teams, satisfaction of 
customers and business performance.

Contact Philip Greenwood at People and Culture 
Ph. (03) 9018 7971    www.peopleandculture.com.au   Mobile 0411 131 449

The ACRODYNE Globe Trotters 
Over the next few months three lucky ACRODYNE employees will be 
heading overseas on holidays. In May, Joanne and her husband will be 
jetting off to Europe for a month while Andrew will be travelling “boogie 
board less” to Bali for his yearly get away for a fortnight. In July, Maria 
and her husband will be also be heading to Europe for a month to visit 
their relatives (some of which they have not met) in Italy. Bonvoyage!   

Welcome to the third issue of Techtorque for 2007.  Your feedback about our newsletters as 
well as your suggestions for any particular products or applications that you would like to read 
about is always welcome.  With your input, we will do our best to provide you with informative 
and relevant reading matter.  Please email your comments and requests to our Sales and Mar-
keting Manager, Chris Hoare, at choare@acrodyne.com.au.

Limitorque L120 range
Limitorque’s reliable L120 actuators can be used for on/off, position and modulating control with 
a wide range of control options that can be fitted. Limitorque’s hunting tooth geared limit switch 
arrangement ensures valve position settings are maintained in all situations. The L120 actuator 
is customizable to suit all of your control needs.
Available in weatherproof, submersible and can be custom built to your specifications from our 
modular stock      

Demand for Reflex valve grows and new voltages become standard
Production of the popular Reflex valve has risen to meet keen demand across specific target 
applications for Reflex as a general purpose, safe area, IP65 rated Namur mount solenoid 
valve. Ideal for water processing and treatment, paper pulping, brewing and other safe area 
process plant applications, Reflex delivers the high quality expected of RGS in this competitive 
market segment.
Standard AC voltages    • 24v  • 110V      • 240V
Standard DC voltages • 24V

New Limitorque distributors for New Zealand and South Australia
ACRODYNE is pleased to announce the recent appointment of HJ Asmuss & Company Limited 
in New Zealand and V & I Australia in South Australia as distributors of Limitorque and other 
associated products.
South Australian customers contact Todd Bertram on (08)8281 8299 at V&I Australia.
New Zealand customers contact Grant Smeaton on +64 9573 0099 at Asmuss HJ & Co



Acrodyne brings to Process Industry Special 
Actuators for specific application.

In emergency situations, like power failure, 
pipe-line fracture, dangerous chemical spill, etc, 
an emergency shut down system is required 
to open or close a valve immediately to a safe 
position.

The TA Roloff Spring Return Quarter Turn Elec-
tric Actuator distributed by Acrodyne features 
a unique patented FM system which enables a 
valve to open or close in one second flat.

The FM function: (Emergency close application)

The Actuator opens the valve at the same time 
compressing a pressure spring pack through a 
rack and pinion gear arrangement. When the 
valve is fully opened, the motor is turned off by 
a limit switch.

In the event of power failure or external signal 
from a pressure switch, the electro-magnetic 
clutch decouples the valve from the motor drive 
and the pressure spring shuts the valve.

When power is resumed, the actuator is auto-
matically driven back into the shut position and 
re-couples with the valve. The actuator is now 
ready for normal operation.

Available in Voltages of 24 V DC and 
220 V AC 1 phase and Torque ratings 
from 25 Nm to 700 Nm, T A Roloff 
Spring Return Electric Actuators are 
an ideal choice in applications requir-
ing emergency shut down of valves 
in as much as 1 second.

Valve position feedback is achieved 
with additional limit switches as an 
option. Explosion proof version is 
available with Atex 
Certification.

The BSR safety block system is an option for the 
J3 multi voltage electric actuators which lets the 
valve move into a fail position NC or NO when 
there is a power supply failure. Inside of the 
actuator housing there is BSR’s printed circuit 
board and a battery pack which are kept in con-
tinuous charge.
In case of a power supply cut or if the valve is 
not in a preferable position, the BSR system re-
turns the valve back to the preferable position by 
means of batteries tension operating as a “single  
acting” actuator.

J3 35 L/H with BSR system and DPS positioner

The new range of J3 electric actuators from J + J 
will be available from the second half of 2007. 

J + J have added 2 new models to their range 
including the 35Nm and the 85Nm units. 

J3 20 J3 35

J3 55/85 J3 140/300

New	 	 Range	in	‘07

J+J w
ith BSR 

TA
 Roloff Spring Return Electric Actuator


